
 

ECONOMICAL - UNCOMpLICAtEd - QUICk

	•	 For salmon, trout and any other fish where pliers  
 work.

Suitable for fresh (through rigor), defrosted or   •
 smoked fish.

	•	 Includes speed and torque controls to optimize 
performance for individual species and conditions. 
Optional water flush setup included.

	•	 Easily outperforms pliers.	

		• No special skills required.

		• Can handle up to 6 fillets per minute.

 the Jarvis Model pB-1 pneumatically  
 powered salmon pin bone puller for 
 removing pin bones from nearly all fresh/ 
 defrosted and smoked fillets.

 SALMON pIN BONE pULLER
Model pB-1



 

Model PB-1 4314003
Air Supply Control Panel 3350029

Air Supply Hose 1323043 
Air Exhaust Hose 1323044

Specifications

 Products for the meat and poultry industry

Equipment Selection and Accessories Order Number 

SALMON pIN BONE pULLER
Model pB-1

Drive  Pneumatic

Model PB-1
Air Supply 7.0 ft 3 min 210 L / min 
Air Pressure  90 psi  6.2 bar
Water Supply 0.5 gal / min 2 L / min
Water Pressure 45 psi 3 bar
Pin Wheel Speed  0 - 200 rpm
Length 9.0 in 230 mm
Width 2.8 in 70 mm
Height 2.2 in 57 mm 
Weight 2 lbs 907 kg
Air Panel
Length 14 in 350 mm
Width 4.3 in 110 mm
Height 14 in 350 mm 
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