
 
The Jarvis Models Buster VI and VI-ST -
electrically powered bandsaw for high 
production splitting of hogs and sows.

 •	Used for production pork splitting (up to 400
  hogs / hour / saw).

•	Internal sanitization system for primary contact  
  areas - including guides, front and rear wheels  
  and blade.

• Lightweight - less operator fatigue.

• Adjustable front wheel alignment for better   
  blade life.

• Drive system is oil bath lubricated for
   sustained performance.

•	Anti-tie down controls and totally enclosed
  electric motor for operator safety.

•	All voltages available.

•	Meets national and international requirements
  for hygiene and safety. 

ECONOMICAL - LIGHTWEIGHT - HIGH PERFORMANCE

CARCASS SPLITTING BANDSAW
Models Buster VI and VI-ST



Specifications

 Products for the meat and poultry industry

CARCASS SPLITTING BANDSAW
Models Buster VI and VI-ST

Drive Electric

Model Buster VI and VI-ST
Motor Power  3.0 hp 2237 W
Operating Voltage / Hz                                         all voltages and frequencies available  
Capacity 
 Sows                          200 / hour
 Hogs 400 / hour
Control Handles  Dual Anti-tie Down Electric
Distance between Guides
 Buster VI 17.1 in 434 mm
 Buster VI-ST 23.1 in 587 mm
Blade Length
 Buster VI 112 in 2845 mm
 Buster VI-ST 123.7 in 3142 mm
Overall Length
 Buster VI 51 in 1295 mm
 Buster VI-ST 57.2 in 1453 mm
Hot Water per 3 second sanitize cycle at 40 psi / 2.76 bar 0.1 gal 0.38 L
Height (of front housing) 12 in 305 mm
Weight
 Buster VI 138 lbs 63 kg
 Buster VI-ST 140 lbs 63.5 kg
Vibration less than (<) 128 dB <2.5 m / sec2

Noise   (<) 83 dB
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Model  Buster VI Buster VI-ST
 42 V, 3 phase, 50 Hz 4006100   *4006192
 115 V, 3 phase, 50 Hz 4006101 4006141
 208 V, 3 phase, 60 Hz 4006109 4006226
 220 V, 3 phase, 50 Hz 4006102 4006142
 230 V, 3 phase, 60 Hz 4006103  4006143 
 380 V, 3 phase, 50 Hz 4006104  4006144
 380 V, 3 phase, 60 Hz 4006105 4006145
 415 V, 3 phase, 50 Hz 4006106 4006146
 460 V, 3 phase, 60 Hz 4006107 4006147
 575 V, 3 phase, 60 Hz 4006108 4006148
Blades
  Buster VI Standard Length 112 in / 2845 mm 1023099
  Buster VI Extended Life Length 112 in / 2845 mm 1023618  
 Buster VI-Stretched Standard Length 124 in / 3150 mm 1023158
  Buster VI-Stretched Extended Life Length 124 in / 3150 mm 1023626
Spring Balancer Buster VI & Buster VI-ST 4042051
Pneumatic Balancer, Model BN-004 108 in /2743 mm travel, SS** 4042059

Equipment Selection and Accessories             Order Number

* Grooved Drive Wheel** Stainless Steel


